&E0 minerest N3060
fire alarm system

PCA-N3060-S-NW/R
PCA-N3060-M-NW/R
PCA-N3060-L-NW/R

Enclosure for Fire Alarm Control Panel

e UL 864, 9th edition listed SIGNALING

e Three sizes (S, M, L) available

* \White or Red color @

e Key lock for access control LISTED [N

e Multi-side knockouts
e Easy installation

The enclosures for FACP secure the system cards and batteries. There are three sizes of FACP enclosure. The Small size enclosure is able to
house one Main Control Unit (PCA-N3060-MCU), one Power Supply Unit (PCA-N3060-PSU), two Sub Control Units (PCA-N3060-SCU), one
Network Interface Unit (PCA-2706XA-NIU) with two Fiber-optic Interface Modules (PCA-2707XA-FIM or PCA-N3060-FIM2) and two 18AH
batteries. The Medium size enclosure is able to house one PCA-N3060-MCU, one PCA-N3060-PSU, four PCA-N3060-SCUs, one
PCA-2706XA-NIU with two PCA-2707XA-FIMs or PCA-N3060-FIM2s, and two 18AH batteries. The Large size enclosure is able to house one
PCA-N3060-MCU, two PCA-N3060-PSUs, six PCA-N3060-SCUs, one PCA-2706XA-NIU with two PCA-2707XA-FIMs or PCA-N3060-FIM2s,
and two 18AH batteries.

The enclosures provide a number of knockouts on the sides and top so that they make easy installation possible. The Small size enclosure
provides 14 knockouts. The Medium size enclosure provides 18 knockouts. The Large size enclosure provides 23 knockouts. The enclosures are
made of steel with 1.6 mm thickness to provide adequate security and strength for mounting the system cards. The enclosures provide four holes
(top two are round holes and bottom two are slots) on the back side for mounting them to the wall surfaces.

Ordering information

Part No. ECL-N3060-S-NW or ECL-N3060-S-R: Small Size
Part No. ECL-N3060-M-NW or ECL-N3060-M-R: Medium Size

Part No. ECL-N3060-L-NW or ECL-N3060-L-R: Large Size Note: NW is white and R is red.
Specifications
No. Item Specification
1 Ambient operating temperature range 0to 49 °C (32 to 120 °F)
2 Enclosure rating NEMA-1 (indoor-general purpose)
Small size: 700 mm (H) x 570 mm (W) x 150 mm (D)
3 Dimensions Medium size: 900 mm (H) x 570 mm (W) x 150 mm (D)
Large size: 1150 mm (H) x 570 mm (W) x 150 mm (D)

Installation information

Small size enclosure
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Medium size enclosure
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Large size enclosure

(3.35inches)

40mm

(1.57inches)

40mm
(1.57inches)

85mm

T

e | D Do

230mm
(9.06inches)

<

350mm
(13.78inches)
40mm
| (1.57inches)
1.97inches|

2

SO0

(3.07inches)

78mm
40mm

50mm
(1.97inches

(1.57inches,

40mm
(1.57inches)

40mm 260mm 40mm
(1.57inches) 10.24inches (1.57inches)
70mm
(2.76inches) o
5
40 @
4 P22.3mm (0.88inches)
@ P34mm (1.3488inches)
25mm 125mm
570mm(22.44inches) (0.98inches) (4.92inches) 400mm(15.75inches)
- F M tf % s 0
=4 EE ’ E:
Ewn|lS <&
=TT 3|
& 2 g
o $
2 E ¢ e
5 § 3 S
S e
§ & g —
E & £
s ES g
ta 8g 2
@ = EZ
3 2 se
T8 S
2 e 5 c ——
[ s Y N I . .
S < 400mm(15.75inches)
40mm
(1.57inches)
40mm 260mm 40mm
(1.57inches) 10.24inches (1.57inches)
70mm
(2.76inches) 0
i
*0 &0 ¢
é 4 P22.3mm (0.88inches)
EE & P34mm (1.3488inches)
<
» 25mm 125mm
,_ 570mm(224dinches) _,  (0.98inches) ﬁm . (4.92inches) 400mm(15.75inches)
- K 5 5
. 4
=z 3 g
5| 5 2| Eé
2 =8| ES B
2 8
5 8=
gl g—i
£ .
5 g
2 1 : g
2 £
@ 25
© H
3 gl .= — g
5| &|E=
mo— | L1 g2l 85 . .
wm S=igd 400mm(15.75inches)
— (1.57inches)

+ The information contained herein does not purport to cover all the details or variations of the equipment described, nor to provide for every
possible contingency that may be met in connection with its installation, operation or maintenance.

« Specifications are subject to change without notice. Contact Nohmi before relying on the information.

+ Actual performance is based on proper application of the product by a qualified professional.

« Should further information be required or should particular concerns arise that are not covered sufficiently for the purchaser’s purposes, the
matter should be referred to Nohmi or your nearest distributor.

NOFHMNMI/

NOHMI BOSAI LTD.

+ Head Office: 4-7-3 Kudan-Minami, Chiyoda-ku, Tokyo

102-8277, Japan
- Phone: (81)3-3265-0231
F A X:(81)3-3265-5348
URL http://www.nohmi.co.jp/english/
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